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B TB-WS60 Professional work stand

tool excellence

Instruction

See the operation detail on Super B Website:

1 Assembly and Set Up https://www.superbiketool.com/

1. Remove the touch fastener. (See Picture 1) Click:Product = Product list ®»Work stands = TB-WS60

2. Loosen the base quick release and spread the leg tubes. Then, loosen the upright quick release, pull up the upright to the designated
position and lock it securely. Finally, loosen the B knob and the beam knob, rotate the beam to a horizontal position and secure it in
place. (See Picture 2)

3. Adjust the rotation quick release to its position to secure the height of the beam when rotating. Loosen the upright quick release to align
the beam with a leg tube and secure it. Install the quick release skewer and the tool tray into position. (See Picture 3)
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the base, then spread

the leg tubes. Loosening the upright quick

release allows the beam to
rotate horizontally.

(Picture 1) (Picture 2) (Picture 3)

2 | Operation

1. Turn the B knob to adjust the angle
of the beam.

2. Loosen the B knob and the beam knob
together to slide the beam forward and
backward. Tighten the B knob and the

3. Pull up the clamp quick release lever to slide
the clamp at proper position according to the
bike size. Press down the clamp quick release

beam knob after the beam is positioned| to position the clamp.

Loosen the B
knob to adjust
the angle

Loosen

Beam Knob

B Knob Clamp Quick Release Lever

Clamp

4. Adjust the clamp knob to accept
a quick release skewer or a
thru-axle.

5. Adjust the spacing of the quick
release skewer to fit frame hub
100/130/135 mm in width as below.|

3 |NOTE!

Before maintenance, please make sure all QR lever are

tightened.The bike on stand should be aligned with a

leg tube for gravity balance and steadily.(See Picture 4)
—-4”

Clamp Knob

Quick Release Skewer

7. Make sure the touch
fastener is fastened to
keep the bike secured.

6. Loosen the screws on the bottom bracket
support to accept different shapes of
bottom bracket.

Bottom Bracket Support

Screws

Use your own
H3 wrench
while adjusting

the screws
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gﬂﬁg TB-WSG60 Professioneller Montagestander

tool excellence Anleitung

Details finden Sie auf Super B website:
1 https://www.superbiketool.com/
Click:Product=Product list=»Work stands = TB-WS60

1. Entfernen Sie den Klettverschluss, (Siehe Abb. 1)

2. Lésen Sie den Schnellspanner und ziehen die Standbeine auseinander, I6sen Sie dann den Schnellspanner des Horizontalrohres, ziehen
Sie es in die gewiinschte Position hoch und verriegeln es sicher. AnschlieRend I16sen Sie den B- und den Balkenknopf, drehen Sie den
Trager in Position und sichern diesen. (Sieh

Der Verschluss flr die Rotation
7B kann nach oben und unten
verstellt werden, so dass der
Trager wahrend der Rotation in
der Hohe fixiert wird.

Drehknopf

Balkenknopf l6sen,
um den Balken zu
verschieben. g

Aufrecht -,
E— =—> ! Richten Sie

| Balken am
I Stamdbein aus

Losen Sie den
Schnellspanner
um den Balken C\,
hochzuziehen.

Schnellspanner I6sen,
um die Beine nach unten
zu driicken (spreizen).

V

2 |Bedienung

1. Drehen Sie den B Knopf um den 2. Lésen Sie den B- und Balkenknopf, 3. Ziehen Sie den Schnellspannhebel der
Trager zu justieren. um den Trager zu verschieben, Klemme nach oben, um die Klemme in die
verschlieRen Sie diese, wenn Sie die richtige Position (entsprechend RadgroRe) zu

Tragerposition eingestellt haben. schieben. Dricken Sie den Hebel nach unten
um ihn zu schliessen.

Knopfes um

den Winkel zu
verstellen. T
—Ir /
c <= iy © -p >
i 0 i
B |k k f I \~J AV pi {(
=a%entnop! Klemmen Schnellverschluss N
Klemme
4. Stellen Sie den Klemmknopf so 5. Passen Sie den Abstand des
ein, das der Schnellspanner / die Schnellspanners auf die 3 Z U B EAC HT E N '
Steckachse hineinpasst. Nabenbreite an - 100/130/135 mm. Stellen Sie sicher das alle Hebel, Schnellspanner festgezogen /

geschlossen sind. Um das Gleichgewicht zu gewahrleisten, achten
Sie darauf das das Fahrrad auf dem Trager an einem Standbein
ausgerichtet ist. (Siehe Abb. 4)

Klemmknopf

6. Losen Sie die Schrauben an der Halterung, | 7. Stellen Sie sicher das
um diese entsprechend einzustellen. Klettverschluss geschlossen
Schrauben wieder anziehen. ist, um das Fahrrad zu

ichern.
Tretlagerhalter sichern

Schrauben

Bitte eigenen
2 <= | H3 Sechskant
benutzen.
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